
SURFACE LOGGING ANALYZERS
HYDROCARBON MONITORING  
FOR OIL & GAS EXPLORATION
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PPM to Percent-level Detection Utilizing  
Gas Chromatographs and Hydrocarbon Analyzers



PETROALERT® 9100 GAS CHROMATOGRAPH
Gas monitoring and analysis during surface logging assist in determining 

the physical characteristics of a formation. The PetroAlert line of Gas 

Chromatographs provide qualitative and quantitative analysis of C1-C5 

hydrocarbons in 30 seconds, ranging from low-ppm to 100% as methane. Other 

common configurations include C6-C10 hydrocarbons or the addition of alkenes 

for drill bit metamorphism monitoring.

MOCON’s PetroAlert® analyzers have been used by surface loggers for 
more than 40 years to provide qualitative and quantitative hydrocarbon 
measurements.  The PetroAlert 9100 GC provides C1-C5 concentrations 
in less than 30 seconds using a flame ionization detector, with options to 
add additional compounds such as alkenes.

Detector Flame Ionization (FID)

Carrier Gas UHP Hydrogen

Sample Ambient Air

MDQ/LDL < 10ppm as Methane

This is an example of one of the additional applications we have 
developed for the oil & gas exploration industry. This application  
reported all C6, C7, and C8 hydrocarbons and their isomers as a total 
per-carbon number, and isolated and quantified selected aromatic 
hydrocarbons. Other custom applications include C1-C10 (as totals),  
C6-C10, and C1-C5 with BTEX.

Detector Flame Ionization (FID)

Carrier Gas UHP Hydrogen

Sample Ambient Air

MDQ/LDL < 10ppm as Methane

C1-C5 Hydrocarbons in Air

C6-C8, Benzene, Toluene in Air



PETROALERT® 9200 GC/THA COMBO
The PetroAlert 9200 Gas Chromatograph and Total Hydrocarbon Analyzer combination 
instrument is perfect for oil and gas exploration. This combination, completely enclosed 
inside a standard U3 size enclosure, saves significant rack space when space is at a 
premium. The PetroAlert 9200 Analyzer provides C1-C5 data every 30 seconds as well 
as continuous total hydrocarbon analysis every second. The analyzer can be connected 
to oil and gas data analysis systems for complete transfer of hydrocarbon levels that are 
used by well logging companies to product reports for oil and gas drillers and refiners.

The PetroAlert 9200 is a combination of a C1-C5 GC analysis in 30 seconds, 
and a continuous total hydrocarbon analysis updating every second.   
Please contact us for more information regarding this application.

Detector Flame Ionization (FID)

Carrier Gas UHP H2, Zero Air

Sample Ambient Air

MDQ/LDL < 10ppm as Methane

The Baseline CHA Total Hydrocarbon Analyzer provides a continuous 
hydrocarbon reading, updated every second, with a linear range from  
< 10ppm up to 100% as Methane.

Detector Flame Ionization (FID)

Carrier Gas UHP H2, Zero Air

Sample Ambient Air

MDQ/LDL < 10ppb as Methane

C1-C5 Plus Total Hydrocarbons

Total Hydrocarbons  
Down to PPB Range

TOTAL HYDROCARBONS
The Baseline® CHA Total Hydrocarbon Analyzers are instruments designed for 
continuous process hydrocarbon gas measurement in industrial settings like oil  
and gas surface logging. The analyzer provides either visual data or a graph  
of total hydrocarbons over time. Analyzers are easily integrated with data 
analysis systems. The analyzer comes in a variety of configurations with internal 
components for single or multi-point sampling, with or without a sample pump.



CUSTOM PROCESS GC APPLICATIONS

The applications shown are just common examples of the different analyses we have created for our customers.  Contact us to 
discuss your detection needs.  AMETEK MOCON will select the best detector for your application commonly utilizing Photoionization 
(PID), High-sensitivity Photoionization (HS-PID), Flame Ionization (FID), or Thermal Conductivity (TCD). Analytical arrangements 
typically involve a single valve, two column configuration, but may vary depending upon the application
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